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GB-USBTOTTL Instructions

Use CH340G Chip
Bluetooth 4.0 upgrade debugging good helper
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1 Introduction

GB-USBTOTTL is post the technology introduced with Bluetooth 4.0 supporting the

development of small tools;

21T TR
i

Firrel

GBAN(XiaMen) Electronic Technology Co.,Ltd T&F:0791-88160551

3/6



GBAN))) ﬁ ZK BT B A F A RS HTTP:// WWW.GBAN.CN
GBAN(XiaMen) Electronic Technology Co.,Ltd

This product is based on CH340G chip design , CH340G has an external crystal oscillator, clock

accuracy is guaranteed. Download this relies on the STC microcontroller serial clock timing
adjustment is suitable for precision applications , compatibility and stability are also a large number
of application development .

1, the main chip for CH340G, generate a virtual serial port driver after installation

2, USB to take power , leads to the interface includes GND, 3.3V, TX, RX, CTS, RTS signal pin
level is 3.3V, positive logic

3, the board status indicators , send and receive lights, right after installing the driver status
indicator lit , transceiver indicator flashes when communication baud rate higher brightness lower
Onboard five LED indicators , D1 ( power indicator ), D2 (TX status ), D3 (RX state ), D4 (CTS
state ), D5 (RTS state ) ;

4, supports baud rates from 300bps ~ 1Mbps between

5, the communication format support:

A) 5,6,7,8 data bits ;

Support 1.5, 2 stop bits ;

odd, even, mark, space, none parity

6 Supported operating systems : windows vista / xp / server 2003/200, Mac OS-X/0OS-9, Linux

7 , on-board power conversion chip LM1117-3.3 , the maximum possible power output 400Ma ;

8 , full-speed USB device interface , compatible with USB V2.0

9, the software is compatible with CH341, CH341 can be used directly drivers

10, USB head is male, can be connected directly to the computer USB port

2 Product Review

Product
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Hardware
schematics
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Pin Interface
This product provides pin shown above, is defined as follows:
No Function Direction Description
1 GND GND Power ground
2 VCC 3.3V power supply output (maximum
Power In
400mA)
3 TXD 0 TXD Serial data output
4 RXD I RXD Serial data input
5 CTS I CTS Clear to Send
6 RST 0 RTS Transmit Data Request
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Note:. 1 I/ O port level to TTL level.

Level logic:

TTL level: typically binary data representation, +5 V equivalent to the predetermined logical "1", 0V is equivalent to logic "0", the

system is called a TTL signal is positive logic
RS232 level:-12V used to-3V, equivalent to a logic "0", +3 V to +12 V logic level is equivalent to logic "1", negative logic

Ppurchase of the product includes the following accessories:
1,A good welding module
2,20 cm long 1P DuPont line 6PCS
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